LIGHTING

ALL-ITALIAN QUALITY
Caruso Acoustic was founded from LAMM’s extensive
experience, a leading company in the manufacturing sector
for over 50 years and a winner of many national and
international awards and recognitions. LAMM has managed
to combine its craftsmanship in processing materials with the
latest research and design techniques to create unique,
increasingly customised products. Innovation, quality and
Made in Italy are the elements that form Caruso Acoustic’s
identity.
Ever since it was founded, the brand has invested its
resources in research for new materials, correctly
interpreting the public’s needs and broadening its own
horizons towards new application areas. Our engineers are
fully committed to designing and creating products that
meet all existing legislation in the field of venue acoustics.
Thanks to our highly team, Caruso Acoustic also support
during the venue’s design phase by conducting acoustic and
lighting technology analysis, focusing in particular on the
intended use of spaces. Conference halls, classrooms,
libraries, restaurants, bars, sports arenas, gyms, hospitals,
medical practices, stores and offices are just a few of the
possible places where these products can be applied.
Given that its goal is to provide users with the best acoustic
comfort, Caruso Acoustic establishes a close collaboration
with architects so it can also develop complex, customised
projects. The result is an environment, intended as a space
for interaction, that has been created to accommodate and
organise all daily activities.

ACOUSTICS
To improve the conditions of an environment, also form the
the acoustic point of view, has increasingly become a central
focus.
If you do not want to resort to using materials with poor sound
absorption capacity, an intervention during the design phase will
be needed, in order to integrate sound-absorbing materials and
guarantee a comfortable environment.
The correct installation of the above-mentioned materials in a
room leads to a reduction of the reverberation time. Not only:
a uniform distribution of the acoustic absorption in the place
should be planned to guarantee the same listening homogeneity into the whole room.

LIGHTING
One of the principles behind whole of Caruso Acoustic production
experience is the synergy between acoustics and lighting. The
integration of LED lighting systems into sound-absorbing panels is a
highly interesting specification which Caruso Acoustic has been able
to achieve. An essential requirement of all our applications is that
they guarantee the correct light output through lighting technology
analysis so we can best interpret the angle of the beam of light.
Lighting elements have been specially designed to integrate the
sound-absorbing panels, thus contributing to improve the comfort of
the environment. Moreover, LED lighting has many advantages such
as energy consumption and cost reductions, greater durability than
the traditional light, greater shock and humidity resistance, but
above all the possibility of adjusting the light beam intensity.

CUSTOM DESIGN
Caruso Acoustic designs and develops highly functional and
adaptable sound-absorbing products with the aim of improving the
conditions of environment with the acoustic and lighting comfort.
In the design phase, our technical team calculates, through
particular lighting and phono-metric analyses, the best reverberation
times and light output according to the specific intended use of the
space. The versatility of Caruso Acoustic sound-absorbing products
offer a high degree of measure, colour and print customisation to
best meet the individual design requirements.
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Our sound-absorbing products have been tested in reverberation chambers in accordance with standard ISO354 and are
divided according to their type of application (walls, horizontal
hanging cables, free-standing panels, etc). The technical data
sheets and certifications are available upon request. Silente,
Dot, Nuvola, Flag, Scriba and D-Space finished products meet
European fire safety regulatory requirements in accordance
with standard UNI EN 13501-1 certified under class B-s2,d0)
and American regulatory requirements USA ASTM E84-15b;
they are also approved for fire prevention by the Italian
Ministry of the Interior.
These products also comply with existing health and safety legislation for the new formaldehyde classification. In particular,
they are certified against the release of formaldehyde under
EN 717-1:2004 with values of mg/m3 <0.01 - ppm <0.01.

MATERIALS
Caruso Acoustic sound-absorbing panels are made of a metal
frame, an internal sound-absorbing material and a fabric covering.
The company offers two different materials for the internal part:
Basotect® melamine resin by Basf® and Whisper® by Stratocell®.
The removable fabric covering, available in a wide range of
colours, is Oeko-Tex certified, while the internal sound-absor
bing materials are subjected to repeated production checks to guarantee the best quality and durability.

BASOTECT®
Basotect® by Basf® is an eco-friendly material, produced without the use of halogenated hydrocarbons or toxic heavy metals.
Product components made from melamine resin also weigh less,
which helps to lower emissions during transportation.
Another important characteristic of Basotect® by Basf® is that
it complies with major international safety regulations given that
it is a thermosetting material. Its internal structure gives lightness
and flexibility to this material.

WHISPER®
Whisper® by Stratocell® is a waterproof, flexible, free-standing
material. It does not require a protective coating against humidity
and it complies with the current fire safety regulations. It is made
from expanded polyethylene foam and given its high acoustic
performance, less material is required, which thereby optimises
its applications and cuts down on waste.

COLOURS
Innovation in a room’s comfort and customisation: these are the
two principles of Caruso Acoustic’s philosophy. Every sound absorbing element can be adapted to its intended room thanks
to 22 fabric colours and infinite possible combinations. While the
acoustic analysis defines the room’s acoustic wellbeing
objectives, the functional requirements from an aesthetic point of
view are met through the complete customisation of the sound absorbing panels.

LIGHTING

LED CEILING LIGHTS
Light Dimensions:
30×30 cm | 60×30 cm | 60×60 cm | 120×30 cm
Power: from 21W to 100W
Light Colour: 4000°K, 3000°K
Lumen: from 2626 lm to 14433 lm
Driver: on/off or dimmer
Certifications: CE
Available for: Silente & Nuvola
Panel Sizes:
60 x 60 x 5 cm
90 x 60 x 5 cm
120 x 60 x 5 cm
180 x 60 x 5 cm
240 x 60 x 5 cm
*custom sizes available

60 x 90 x 5 cm
90 x 90 x 5 cm
120 x 90 x 5 cm
180 x 90 x 5 cm
240 x 90 x 5 cm

60 x 120 x 5 cm
90 x 120 x 5 cm
120 x 120 x 5 cm
180 x 120 x 5 cm
240 x 120 x 5 cm

FRONT LINE LED
LED's s/m 240
Power: 19.2 W/m
Visible Dimensions: 2.5 cm
Light Colour: 5000°K, 4000°K, 2700°K
Driver: on/off or dimmer
Certifications: CE
Available for: Silente & Nuvola
Panel Sizes:
60 x 60 x 5 cm
90 x 60 x 5 cm
120 x 60 x 5 cm
180 x 60 x 5 cm
240 x 60 x 5 cm
*custom sizes available

60 x 90 x 5 cm
90 x 90 x 5 cm
120 x 90 x 5 cm
180 x 90 x 5 cm
240 x 90 x 5 cm

60 x 120 x 5 cm
90 x 120 x 5 cm
120 x 120 x 5 cm
180 x 120 x 5 cm
240 x 120 x 5 cm

LED LINE BAFFLE
LED's s/m 240
Power: 19.2 W/m
Visible Dimensions: 2.5 cm
Light Colour: 5000°K, 4000°K, 2700°K
Driver: on/off or dimmer
Certifications: CE
Available for: Flag
Panel Sizes:

90 x 35 x 5 cm
120 x35 x 5 cm
180 x35 x 5 cm
240 x35 x 5 cm

60 x 120 x 5 cm
90 x 120 x 5 cm
120 x 120 x 5 cm
180 x 120 x 5 cm
240 x 120 x 5 cm
*custom sizes available

60 x 90 x 5 cm
90 x 90 x 5 cm
120 x 90 x 5 cm
180 x 90 x 5 cm
240 x 90 x 5 cm

60 x 90 x 5 cm
90 x 90 x 5 cm
120 x 90 x 5 cm
180 x 90 x 5 cm
240 x 90 x 5 cm

LED SPOTLIGHT
Optical fixed: 6 LED -630mA - 12W POWER Multichip
Power: 12W
Colour: White or Black
Optical: 60°
Dimensions: 8 x 8 cm
Light Colour: 4000°K, 3000°K
Driver: on/off or dimmer
Certifications: CE
Available for: Silente & Nuvola
Panel Sizes:
60 x 60 x 5 cm
90 x 60 x 5 cm
120 x 60 x 5 cm
180 x 60 x 5 cm
240 x 60 x 5 cm
*custom sizes available

60 x 90 x 5 cm
90 x 90 x 5 cm
120 x 90 x 5 cm
180 x 90 x 5 cm
240 x 90 x 5 cm

60 x 120 x 5 cm
90 x 120 x 5 cm
120 x 120 x 5 cm
180 x 120 x 5 cm
240 x 120 x 5 cm

REAR LINE LED
LED's s/m 240
Power: 19.2 W/m
Light Colour: 5000°K, 4000°K, 2700°K
Driver: on/off or dimmer
Certifications: CE
Available for: Silente & Nuvola
Panel Sizes:

60 x 60 x 5 cm
90 x 60 x 5 cm
120 x 60 x 5 cm
180 x 60 x 5 cm
240 x 60 x 5 cm
*custom sizes available

60 x 90 x 5 cm
90 x 90 x 5 cm
120 x 90 x 5 cm
180 x 90 x 5 cm
240 x 90 x 5 cm

60 x 120 x 5 cm
90 x 120 x 5 cm
120 x 120 x 5 cm
180 x 120 x 5 cm
240 x 120 x 5 cm

ROUND DIFFUSED
LED SPOTLIGHTS
Light Dimensions: Ø 13 cm | Ø 18 cm | Ø 21 cm
Power: from 10W to 30W
Light Colour: 4000°K, 3000K
Lumen: from 1045 lm to 3672 lm
Driver: 220V, Driver on/off or dimmer
Certifications: CE
Available for: Silente, Nuvola & Dot
Panel Size: Dot
Ø 120 x 5 cm

Panel Sizes: Silente & Nuvola
60 x 60 x 5 cm
90 x 60 x 5 cm
120 x 60 x 5 cm
180 x 60 x 5 cm
240 x 60 x 5 cm
*custom sizes available

60 x 90 x 5 cm
90 x 90 x 5 cm
120 x 90 x 5 cm
180 x 90 x 5 cm
240 x 90 x 5 cm

60 x 120 x 5 cm
90 x 120 x 5 cm
120 x 120 x 5 cm
180 x 120 x 5 cm
240 x 120 x 5 cm

SQUARE DIFFUSED
LED SPOTLIGHTS
Light Dimensions:
6.3x6.3 cm | 10.3x10.3 cm | 17x17 cm | 20x20 cm
Power: from 5W to 30W
Light Colour: 4000°K, 3000K
Lumen: from 610 lm to 3564 lm
Driver: 220V, Driver on/off or dimmer
Certifications: CE
Available for: Silente & Nuvola
Panel Sizes:
60 x 60 x 5 cm
90 x 60 x 5 cm
120 x 60 x 5 cm
180 x 60 x 5 cm
240 x 60 x 5 cm
*custom sizes available

60 x 90 x 5 cm
90 x 90 x 5 cm
120 x 90 x 5 cm
180 x 90 x 5 cm
240 x 90 x 5 cm

60 x 120 x 5 cm
90 x 120 x 5 cm
120 x 120 x 5 cm
180 x 120 x 5 cm
240 x 120 x 5 cm

LED FOR SCRIBA
Dimensions: based on length of the panel LED's
s/m 240
Power: 19.2 W/m
Colour: anodized aluminium
Light Colour: 4000°K, 2700°K
Certifications: CE
Available for: Scriba
Panel Sizes:
60 x 60 x 5 cm
90 x 60 x 5 cm
120 x 60 x 5 cm
180 x 60 x 5 cm
240 x 60 x 5 cm
*custom sizes available

60 x 90 x 5 cm
90 x 90 x 5 cm
120 x 90 x 5 cm
180 x 90 x 5 cm
240 x 90 x 5 cm

60 x 120 x 5 cm
90 x 120 x 5 cm
120 x 120 x 5 cm
180 x 120 x 5 cm
240 x 120 x 5 cm

PROJECTS

MALVESTIO S.p.A
Padua, Italy
Product: Nuvola with LED Ceiling Lights

FACES S.p.A
Marcon, Italy
Product: Silente & Nuvola
with Front Line LED

NOVALIA
Udine, Italy
Product: Nuvola with Front Line LED

INFOSYS
Bucharest, Romania
Products: Flag with Front Line LED
& Dot with Diffused Spotlights

CASA DI CURA PARCO DEI TIGLI
Villa di Teolo (PD), Italy
Product: Silente with LED Spotlight

Showroom
Via Verdi 19/21
43017 - San Secondo Parmense
Parma / Italy
Tel +39 0521 877511
Fax +39 0521 877599
info@carusoacoustic.it
www.carusoacoustic.it

UK:
Woodwood Group Ltd
Unit 8 Rosewood Business Park
Eastways Witham Essex CM8 3AA
Tel +44 (0) 1376 502 131
info@woodwoodgroup.com
www.woodwoodgroup.com

